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Indian Institute of Technology, Dharwad
Chikkamalligwad,

Dharwad -580 011, Karnataka, India

Student Welfare Office
studentswelfare.office@iitdh.ac.in

File No. ITDH/SW/ 2—9 /2026-27

Date: 30.07.2026

Invitation for Quotation

Name of the Work: Cleaning of the underground sump and overhead RCC water tanks.

With reference to quotations are hereby invited for the said work. Interested

vendors with experience in said works can submit their quotes (as per Annexure-I) on

their official letterhead, duly attested, in a sealed envelope via post/courier to the

following address:
To:
Student Welfare Office

Ground Floor Admin Block,

Indian Institute of Technology Dharwad,

Permanent Campus, Chikmalligwad. Dharwad-580011.

Deadline for submission: O-‘fmAugust 2026 up to 1300 hours

NOTE:

Any quotes received after 1300 hours on 20th July 2026 will not be accepted

The name of the Work / LPC number, and Firm name must be written on the sealed

cover.

[~
Tme EL‘ Assistant Registrar
Welfare g

Student Welfare
IIT Dharwad
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Indian Institute of Technology, Dharwad

Chikkamalligwad,

e Dharwad -580 011, Karnataka, India
HT DHARWAD Student Welfare Office

studentswelfare office@iitdh.ac.in

Description Units Qty Rate | Amount
Sl
No.
1. | Cleaning of underground sump, Over | No. i
Head R.C.C. Tank (independent staging) Tanks

including disposal of slit and rubbish, all
as per direction of Engineer-in- Charge.
The cleaning shall consist following
operations: -

L Tank shall be emptied of
water by pumping & bottom
shall be cleaned of silt and
other deposits.

II. Entire surface area of the
sump shall then scrub
thoroughly with wire brush
etc. and pressure washed with
water.

III. ~ Chlorination of RCC internal
surface by liquid chlorine.

IV.  The treated surface shall be
dried using air jetting and all
loose particles shall be
removal from the surface.

V. Finally, the surface shall be
treated  with  ultraviolet
radiation, etc., as per the
direction of the Engineer-in-
Charge.

The capacity of each tank is 15064 litters. The said cleaning activity shall be carried out

twice in a Financial Year,




